

Then is, due ol
2h. Pruidar

## Albet Kulick

FOLLOW THIS PROCSDURE IP A SATISFAOTORY PICTURE IS NOT OBTAINED BY THE 4 STEPS IN PRINTED DIRBOTIONS.

In instaling ASTRO ANTENNA, disconneot present antenna, take it away from your set. Conneot both onds of the antenna to the two lead sorews. Tighton seourely. Turn on your set. With the pet in hanid move it around on top of sot to various poaitions to got best possible ploture. If you can't get a good ploture then move the pet around alomy in all direstions as far as wire allows if necessary. Somewhere in araa above set $w 11]$ be found ideaj spot. Now slowly move pot book to top. of set. At this point antenns has boon matohod to tuner in your set. You may find it nooossary to move pot silghtly from ohanne1 to ohannel in some instances. This cannot be ovorcomo in indoor antonnns, Sometimes it may take as riong as 10 to 15 minutes to nohieve best position.

If after thla prooodure you aro unablo to obtain a satisfactory picture, disconnect one ond of antenna, belng caroful not to allow 10080 lug to touch oonneoted one; bend it back away from attaohed jug, tighten sorow and go thru the same procedure es at first viz: move pet around slowly in all direotions, eto.

If this does not give result wantod then conneot both ends together to only one sorew, tighten socurely and proceed as first out11ned. If still not eatiafactory, reverse position of the lugs on the sorew and tighten.



THE ASTRO TV ANTENNA WILL IMPROVE THE RECEPTION AND ELIMINATE STATIC ON BLACK AND WHITE... OR COLOR TV.



Courtesy of Adam Johnson

