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HIGE VOLTAGE WARNING

Operation of this receiver outside its cabinet or with covers re-
moved involves a shock hazard from the power supplies, No work should
be attempted on this receiver by anyone who is not thoroughly familiar

with the precautions necessary when working on high-voltage equipment,

CATHODE EAY PICTURE TUSES HANDLING FRECAUTIONS

A cathode ray tube encloses a high vacuum and, due to its large
surface area, is subjected to considerable air pressure, For these
reasons, it must be handled with more care than ordinary receiving
tubes,

Should it be necessary to replace the cathode ray tube in this
set, be sure to wear safety goggles and heavy gloves when doing so,
Keep the tube away from the body while handling it,

Care should be exercised not to strike or scratch the large
end of the tube against any object or 1lift it by the neck, Do not

subject the tube to any more than moderate pressure,

GROUND CONXNECTICN WARNING

Do not connect the chassis to ground at any time,

A grounded coaxial lead-in can be connected to terminal
marked "G" on the antenna input terminal strip.

It is recommended that an isolation transformer be used be-
tween this receiver and the AC line vh.onover any testing or alignmemt

is performed.
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NOTES
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SECTION I

CENERAL INFORMATION

GENERAL DESCRIPTION

This model is a 15 tube, direct-viewing, table model Television
Receiver plus a 7" cathode ray picture tube. It 15 operated by means of
3 front-panel controls, Features of this receiver include: light weight,
simplified operation, stabilized performance, full thirteen channel
coverage, high usezable gensitivity, 300 ohm balanced or 75 ohm coaxial
input, an automatic brightness stabilizer, an automatic gein control, and
an automatic linearity control, The receiver is approved by Underwriters
Laboratories,

FREQUENCY RANGE IN MEGACYCLES

CHANYEL CEANYEL PICTURE SOUND  RECEIVER R,F,
YUOMBER TREQUENCY CARRIER OCARRIER 0SC, FREQUENCY
TREQ. TG
1 L4-50 45.25 42,75 71.45
2 5460 55425 59.75 81.45
3 60-66 61,25 65.75 87.45
£6=72 67.25 71.75 93.45
5 76=-82 77.25 81.75 103,45
3 82-88 83.25 87.75 109,45
7 174-180 175.25  179.75 152,35
8 180-186 181.25 185.75 158.35
9 186-192 187.25 191.75 164.35
10 192-198 193,25  197.75 17C.35
11 158-204 199.25 203.75 176.35
12 204-210 205.25  209.75 182,35
13 210-216 211,25  215.75 128.35

STATION SELECTOR SWITCH

This receiver is provided with an 8-position STATION SELECTOR
SWITCH, While there are 13 television channels, the allocation is such
that no more than & will be normally available in any one locality, This
receiver can be aligned for reception of those 8 stations,

ANTENNA INPUT IMPEDANCE
The three terminals on the back of the chassis provide for a 300

ohm balanced, or 75 ohm unbalanced input, See Figure 2 for proper comnnec-
tion.

1.



POWER SOURCE
This receiver is designed for operation on 115 volts, 60 cycle
4AC only, Power consumption is 110 watts. 4 safety interlock disconnects

the power cord from chassis whenever the protective back is removed from
the cabinet,

IF FRE CIES

Picture IF carrier frequency: Channels 1 through 6 - 26,2 mc,
Channels 7 through 13 22.9 me,

Sound IF carrier frequency: Channels 1 through 6 = 21,7 me.
Channels 7 through 13- 27.4 mc,

Audio discriminator band width: 180 Ec between peaks,

VIDEC RESFONSE (3 db dowm)

Up to 3.5 me

FCCUS, SWEEP DEFLECTION AND SCANNING

Focus and sweep deflection are both electrostatic, The horizontal
scanning is 15,750 c.».s., and the vertical ccanning frequency is 60 CePeS,
Since interlaced scanning is used, the frame frequency is 30 c.D.8.

TOP
)
[
' 300 N
b6§§> INPUT
750
INPUT
- j

S

REAR OF CHASSIS

FIG, 2, ANTENNA INPUT CONNECTIONS
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SECTION II
CIRCUIT DESCRIPTION

The following circuit description is based on the assumption that
the reader is familiar with a recent textbook of television principles.
The discussions do not dwell on the operation of conventional circuits used
in radio receivers, as these should be well~known,

For ease of understanding the operation of this receiver, an ll-unit
block diagram is given telow in Figure 3. The circuit description follows
the numerical order of these blocks, in order to follow a signal logically

i through the set,

ANTENNA
LOuUD
SPEAKER
.
‘ 2 3 - 5 6
! RF AMP IF AMP AUDIO LIMITER &
CONVERTER - 8 DETECTOR [ vioEo amPUFER [~ RATIO DETECTOR [~ P]AUDIO AMPLIFIER
8 RF 0SC 3 TUBES; V2 | TUBE 2. TUBES 2 TUBES
2 TUBES V3, V4 B IN34 V-5 VE A VI6 VT 8 Vvi2
V-17A & V=178 DETECTOR
PICTURE
TUBE
) VIS
i
8 1"
M| VOLTAGE
——41ST 8 2ND CLIPPER 0SC 8 RECTIFIER
TWO 1/2 TUBES 2 TUBES
VIOA 8 VIIA Vi3 & vis
1 9
LOW VOLTAGE VERT SWEEP 0SC
POWER SUPPLY 8 OUTPUT
8 SELENIUM ! V2 TUBES
RECTIFIERS vio8 & v8
10
L HORIZ, SWEEP 0SC
v2 TUBE
vius

FI1G. 3, CHASSIS TS-4D FUNCTIONAL BLOCK DIAGRAM
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IOW VOLTAGE POWER SUPPLY (Block No. 1 of Figure 3)

The low voltage power supply provides heater and plate voltages for
all of the circults except those few portions supplied by the high woltage
circuit, The heater string is a series - parallel circuit, arranged to pro-
vide for both .3 amp tubes and the .6 amp required by the cathode ray tube,
The 6SQ7 (V-7) heater is placed in series with the cathode ray tube heater,
next % B minue, so as to reduce audio hum. Since it is a «3 amp tube, it
is necessary to have a 22 ohm resistor (R-80E) in parallel with the 6sQ7
filament, See Figure 4,

The plate supply is a voltage doubler system using selenium rec-
tifiers,

NOTE: Since there is no power transformer, plugzing this unit into
a DC supply will not damage it. However, with no doubling action, the set
will not operate., Also, with no transformer, B~ cannot be grounded to
chassis because of Underwriter's requirements,

It is to be noted that two separate DC voltage busses are used,
One (B+) is at approximetely 125 volts and the other (B++) is at approxi-
mately 250 volts above (3-). (NOTE: For convenience, all points on
schematic diagrams that connect to B are marked @ ), Thus we have what
amounts to a three-wire system, with the tubes requiring 125 volts being
connected between B- and B+, or B+ and B++, while those requiring 250
volts are connected between B= and B++, To keep B+ half way between B-
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and B+, the loads are distributed approximately equal on either side of
B+, See Figure U,

Tubes V1, V4, V6 and V1lA are connected between B+ and B++, Tubes
V7, V174, V17B, V10B, V11B, and V13 are connected between B- and B+, V2
and V3 are cascaded between B- and B+, V10A and V12 are connected be-
tween B- and B+, Tube V8 receives its plate voltage from the cathode ray
tube high woltage supply., V5 is connected ahead of the 200 ohm filter
resistor,

Total current drain is approximately 110 ma,
ANTEMNA INPUT

To provide for versatility in the use of antennas for this receiver,
two antenna input impedances are provided; one for 300 ohms and the second

+ for 75 ohms, Junctions "A-A" are used for 300 ohms and Junctions "A;-G"

for 75 ohms, See Figure 5. C-2 and L~57 form a high pass filter operating
into a section of 75 olm coaxial cable, The cut-off frequency of this filter
is approximately 35 mc and is designed to provide high rejection for fre-
quencies close to that of the IF,

RF UNIT (Block No. 2)

The EF unit consists of a 6465 RF amplifier and a 12AT7 dual triode,
one section of which is the RF oscillator and the other the converter.
Switching is accomplished by means of a three-wafer 8-position Station
Selector Switch, These & positions will give complete coverage on any of
the 13 channels which will be available in a single locality, as given in
Section III on Alignment Procedure, See Circuit Diagram, Figure 5.

The antenna coils, mounted to switch wafer S-1A & B, function to
provide the correct impedance match of the antenna input circuit to the
6AG5 EF Amplifier and to provide channel selectivity., Since the input im-
pedance of the RF amplifier decreases with frequency, this impedance becomes
comparatively low for channels 7=13, The Q of the circuit is of the order of
6, and the bandwidth is of the order of 25 me, The bandwidth being so great,
there is no tuning necessary, and none is provided, V-l is an RF Amplifier
with the tuned coils of wafer S-1C & D providing plate load. Capacitor C-85
is inserted in series with coils 1-29 to 1I~32 so as to permit a larger induce
tence for proper tuning on the higher frequency chemnels, Each coil of
wafer S-1A & B i1s tuned at the video carrier of its channel, while the corres-
ponding coil of wafer S-1C & D is tuned at the audio carrier of the channel
for the lower channels only, This results in a flat-topped input response
of the proper bandddth, Coil I~-29 is tuned to center of chamnels 9 or 10,
The output of V-1 is fed to the grid of the converter tube V-17A through
capacitor C-6, Some typical response curves are shown in Figure 6,

V=178, in conjunction with the coils of wafer S-1E & F, provides
the proper oscillator frequencies to give the intermediate frequency,
Optimum oscillator injection is provided by means of capacitor C-7.

To prevent undesirable suck-out action, a contact is provided on
switch wafers S-1A, B, C & D to short circuit all unused coils of lower
frequency than the one being used, This is done on coils covering channels
1 to 6 only, The oscillator also has all unused coils shorted out,

5e
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IF AMPLIFIER (Block No. 3)

The IF amplifier departs considerably from the conventional
coupled system, To obtain wide-band with adequate gain, three stages of
IF amplification are used, The converter plate utilizes a tuned trans-
former, and each successive IF amplifier utilizes one tuned circuit each,
See Figure 7. The transformer and following plate coils are tuned to
different frequencies to obtain adequate gain and bandwidth, The last
three IF coils are stagger-tuned as a group for bandpass curve, The con=
verter transformer is an over-coupled bandpass transformer, also covering
the same bandwidth,

In order %o keep the IF bandwidth constant for all settings of
the gain (contrast) control, it is necessary to maintain the input capa-
city of the controlled tubes relatively constant, This is done by using
unbypassed cathode resistors in stages V-2 and V-3, Connecting the lst
and 2nd IF auntomatic gain contrclled tubes in series from B- to B++ pro-
vides a simple means to prevent disturbing the load distribution between
the two busses, While the DC paths for current flow are connected to
the B~-, B++ and B+ busses, it should be noted, however, that as far as
RF and IF are concernad, the chassis is ground, A typical response curve
is shown in Figure &,

v-2 V-3
6AGS5 6AGS =
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FIG. 7. CHASSIS TS-4p IF AMPLIFIER CIRCUIT DIAGEAM
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CONTRAST CONTROL

The contrast control R-15 varies directly, the bias of both the
lst and 2nd IF amplifiers V-2 and V-3, This is done by connecting the
two tubes in series between B++ and B~, providing current flow through
both tubes as a group. As the grid voltage of V-2 is made more negative,
the cathode potential of V-3 rises proportionately, effectively causing
the grid of V-3 to become more negative. Thus R-15 controls manually, the
output of V-2, V-3 and, consequently, the output of the video amplifier,

Reference to Figure 9 will show the automatic gain control (AGC)
used in this receiver, For supplying automatic gain control to the recei-
ver, a circuit is provided which applies a variable bias to the grid of
the first video frequency amplifier tube V-2, Thig circuit consists of
resistor R-86, potentiometer R-15, and resistor R~-84, all connected in
series from the high voltage side of the detector load resistor R-25 to the
grid of the clipper V-10A. The potentiometer R-15 has its movable contact
connected through resistor R-83 to the grid of tube V-2, A condenser C-13
bypasses radio frequency currents so that the automatic gain control is
not affected thereby,
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FIG. 9. CHASSIS TS-UD A.G.C. CIRCUIT DIAGRAM

Considering now the operation of the automatic gain control cir-
cuit, it is well-known that the voltage appearing across the detector load
resistor R-25 depends upon the signal strength and the light content of the
video signal, This voltage is always negative and varies from maxizum value
for a solid black picture to a minimum voltage on a solid white picture,

The voltage on the grid of the clipper V-10A, however, varies in the opposite
manner; that is, the voltage is a minimum for a black picture and maximum
for a white picture. This is because the clipper is connected through re-
sistor R-39 and biases itself back from the peaks of the sychronization
pulses which are in the black region and, therefore, the DC grid potential
is maximum negative for a white picture, This voltage is about ten times
as large as the detector voltage., Resistors R-84 and R-86 and potentio-
meter R-15, connected between load resistor R-25 and and the grid of the
clipper tube, form a voltage divider, with each of the voltages having

some effect on the voltage at any point on the divider, In actual practice
the diode load voltage will have an average value of the order of 1 to
1-1/2 volts, and the clipper grid will be held at an average voltage
ranging from 10 to 18 volts. This AGC potential is applied through resistor
R-83 to the control grid of V-2 and is adequate for controlling the gain

of the video IF amplifier., It is to be pointed out that, for weak radio
frequency signals, the voltage across both the load resistor R-25 and the
clipper will be less and, as a result, the automatic gain control voltage
will be smaller, so that the gain of the video IF amplifier will be in-~
creased, For stronger signals, the automatic gain control voltage will be
increased, *hus decreasing the gain of the video IF frequency amplifier,

9.
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Thus the automatic gain control circuit overcomes difficulties caused by
both slow and fast fading and also facilitates switching of the receiver
from one station to another, making such switching possible without
changing the volume or contrast control,

SECOND DETECTCR

The detector is a highly efficlent half-wave rectifier using a
germanium rectifier E-l (1x34) connected to produce a video signel of the
oroper polarity., See Figure 10, It also acts as a converter, providing
the difference frequency between the video IF end the audio IF, Speci=-
fically, it produces a 4.5 mc FM audio signal,

1~38 and I~39, together with C-24, form a low pass filter to
filter out IF harmonics., It 1s necessary to shield this entire ascsembly
carefully tc prevent regeneration,

Registor R-06 and capacitor C-119 prevent the possibility of re-
generztion,
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VIDEC AMPLIFIER (Block Yo. 4)

The function of this section of the receiver is to amplify the video
output of the second detector and pass on the audio eignal to the audio sec=-
tion of the circuit, One stage only, employing V-5, a GAUG tube, is used,
See Figure 10, This tube also is connected so that it acts as a noise
limiter. The output of the 2nd detector is in a negative direction and noise
peaks drive V-5 beyond cut-off, thus being clipped.

Therefore, the video amplifier reduces noise peaks for the picture, for the
audio, and for the sync. circuits, The video output is taken through filter
network L-Ul, R-27 and fed to the cathode of the cathode ray picture tube.
(Feeding the cathode is equivalent to feeding the grid, due to the high CR
‘tube plate resistance. The CR tube must be fed this way because the output
of the video amplifier V-5, is positive), This filter tends to provide uni-
form gain of the stage at the higher frequencies, The video signal is also
fed through I-41, L-42 and resistor R-39, and capacitor C-i4 to the grid of
the 1lst clipper tube V-10A. The audio IF is fed through capacitor C-124 to
the first andio tuned circuit, consisting of C-31 and L-43,

STABILIZED BRIGHTRESS CONTROL

Instead of using the DC component of the video signal to govern the
average illumination of any scene, a unigque system of AC brightness stabili-
zation is used, See Figure 11, Self-bias is developed by the picture tube
by the beam current flowing through B-124 and R-100, The total picture tube
cathode current develops a blas voltage across resistors R-124 and R-100,
which automatically sets the correct picture tube bias for line voltaze and
RV variations, A vernier control of brightness is obtained by varying R-100,
The bias is also independent of picture contrast., The video signal is coupled
cepacitively to the cathode of the picture tube through C-63. Tims the in-
stantaneous average votential developed on the tube varies about the average
value of the video signal, The contrast control is set for the most pleasing
picture,
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AUDIO LIMITING AMPLIFIER & RATIO DETECTOR (Block Yo, 5) See Figure 12,

A second andio IF frequency (4,5 mc) is obtained from the second
detector which acts as a converter for the video (26.4 mc) and audio
(21.9 me) IF frequencies, This signal is amplified by the video amolifier
V-5 and removed from the video plate through c-124%, L-43 and C-31, acting
as & bandpass filter, L-43 is used to peak the filter to 4,5 mc, V-6
also provides amplification of the 4.5 mc audio IF.

THE RATIO DETECTOR

In this receiver, the FM sound IF signal is converted to audio by
means of a Ratio Detector arrangement,

The ratio detector circuit used, is that shown in Figure 12, A dis-
criminator coil is used similar to that in & conventional M detector; how-
ever, it will be noted that the diodes are connected in series rather than
in opposition, The detector load is represented by two resistors, R-105 and
R-106. This load is bypassed by a cepacitor C-101 which is quite large and
has a value of 10 mfd, The andio voltage is derived from the voltoge vari-
ation across cepacitor C-123., The third winding shown is used to introduce
a voltage into the secondary circuit which 1s g0 out of phase with the vol-
tage developed across the secondary winding at the resonant frequency., This
ig the same requirement as for the conventional discriminator and ae can be
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FIG., 12, CHASSIS TS-UD LIMITER & RATIO DETECTOR CIRCUIT DIAGRAM



found in any reference bock on FM discriminators, It is the change of
phase of this voltage, with respect to the voltage across the secondary
as the signal frequency changes, that produces the unequal signal voltages
on the two diodes and a resultant audio output voltage.

AUDIO AMPLIFIER & AUDIO OUTPUT (Block No. 6)

The audio amplifier and andio output stages of this receiver are
conventional and are shown in Figure 17,

v-7 v-12
65Q7 e5LeGcT
AUDI0O AMR AvDto  ouTPUT

FIG. 13, CHASSIS TS-4D AUDIC AMPLIFIER & AUDIO OUTFUT CIRCUIT DIAGRAM

CATHODE RAY PICTURE TUBE (Block No. 7)

The cathode ray picture tube is a 7" tube employing a medium per-
sistence fluorescent screen material that provides a black and white pic-
ture. It uses electrostatic deflection and focusing, Heater voltage is
6.3 wolts *10% AC or DC, end current drain is 0,6 amps. Its overall lemgth
is approximately 14-1/2 inches, It uses a 14 pin medium shell di-heptal
base,
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1st & 2nd CLIPPERS (Block No. 8)
The function of this section is to seperate the horizoantal and
vertical synchronizing pulses from the video signal and apply them to the
horizontal and vertical sweep oscillators, The purpose of the synchroni-
zing pulses is to properly trigger the osclllators at the correct moment
and keep the receiver scanning in syncaronism with the transmitter, See
Figure 14, The initial sync. separation takes place in this clipper sec-
tion., The video siznal is taken from the output of the video amplifier
V-5 and fed through resistor R-39 and capacitor C-44 to the grid of the

“1et clipper V-10A, Here, a triode V-10A (one-half of & 12SN7GT) is used.

With no signal applied, the tube has zero bias, With the signal applied,
the positive polarity sync, pulse voltage causes the grid to becom:uﬁou-
tive and draw grid current. This charges the coupling capacitor C
negatively, causing a steady bilas voltage to develop across resistor R-84
and the 2 meg contrast control R-15., The biasing voltage developed in
this manner prevents plate current from flowing except on the positive
synchronizing pulses. An amplified current, controlled by these pulses,
develops, in turn, sync, pulses across the load resistors R=41 and R-42,
This output then is applied to the grid of V-1lA where clipping of the
outward peaks is accomplished, so that doudle clipping results for better
synchronizing of the picture under adverse signal conditions, The 2nd
clipper V-1l grid resistor R-42 is made low so as to maintain wide band
response of the sync,. pulses at this point, Zero dias is used so that
the pulses always go negeative beyond cutoff for clipping the irregular
envelope and noise peaks,
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FIG, 14, CHASSIS TS-4D CLIPPER OIRCUIT DIAGRAM

INTEGRATING NETWCRK

The function of this network is to separate the vertical synchron-
izing pulses from the horizontal synchronizing pulses and to feed them to
the vertical sweep oscillator., Since separation of these pulses is based
on their frequency and not amplitude, their seperation is simply a matter
of using a filter network of proper time constants., See Figure 15,
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FIG, 15, CHASSIS TS-4D INTEGRATING NETWORK CIRCUIT DIAGRAM

VZRTICAL SWEEP 0SC. & OUTPUT (Block No. 9)

The function of tkese cireuite is to provide a sawtooth of woltage
of the proper frequency to perform the vertical scanning for the cathode
ray picture tube, See Figure 16, The circuit used to produce this saw-
tooth wave is known as a multivibrator and operates as follows:
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FIG. 16, CHASSIS TS-4D VERTICAL SWEEP OSCILLATOR & OUTPUT CIRCUIT DIAGRAM

Multivibrator Operation

A multivibrator is a special form of an RC coupled oscillator
usually used to generate square waves or pulses, A vertical synchronizing
pulse received on the grid of tube V-10B locks into synchronization with
the transmitter the free-rumning multivibrator oscillation, and a sawtooth
wave is generated across C-56, This wave is amplified and inverted in
tube V-2 and is differentiated by C-57 and R-1l1l7. giving a pulse corres-
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ponding to the fast, or retrace portion of the sawtooth wave, This pulse
ig filtered by C-142 and R-125 to remove horizontal and corona pulses
that come from the high voltege power supply through C-128, The filtered
vertical pulse is passed through c-141, back to tube V-10B.

The sawtooth voltages appear on the plate of V=10B due %o the
slow charging and rapid discharging of ¢-56. Throughout the time when
no plate current is flowing, c-56 cherges, since one side of it is con-
nected to B++ through 3-54 and R-53 and the other side is connected to B-.
The charge then is of & positive polarity on the plate side of the capa=
citor, When plate current does flow, it is only for a ghort interval,
and tube resistance becomes very low. C-56 then discharges through this
low tube resistance, At the end of the plate current pulse, the grid is
very negative and the tube is agaln non-conducting, Thus B+ again acts
to charge C-56 and the process repeats itself,

The pulse charge received by C-141 leaks off slowly through R=114
and R-115. This netvork is the principal multivibrator frequency controlling
element. With a sync. pulse spplied, it is necessary to set the free-
running period of oscillation just slightly longer than-the time between
the standard sync. pulses. The incoming pulse reaches the grid just be-
fore the tube would trip in its free-running cycle. The magnitude of the
pulse is sufficient to drive the tube to conduction, end it time effec-
tively controls the periocd of oscillation,

Resistor B-115 is made variable in order to provide adjustment of
the oscillator frequency. Since it can be varied until the fregquency of
the blocking oscillator is held in synchronism with the incoming vertical
pulses, it is called the "VERTICAL HOLD" control.

Resistor R-53 is made variable in order to permit adjustment
of vertical size of the pilcture. As its resistance is increased, the
amount of charging current resching C-56 is lessened, with a subseguent de-
crease in the voltage developed across ¢c-56 before it is discharged, With
this means, the voltage at the deflecting plate is made varisble, resulting
in control of the size of the picture on the viewing screen, This control
is appropriately lebeled the "VERTICAL SIZE" control.

VERTICAL OUTPUT AMPLIFIER

Since the output of the multivibrator is of insufficient amplitude
to sweep the beam over the entire picture tube screen, it is then fed through
c-55 to tube V8, acting as & pugh-pull amplifier, and coupled through C-59
and C-128 to the vertical deflecting plates.

The B++ supply is insufficient to provide the necessary wvoltage to
give a linear vertical sweep over the range which it is required to swing
the output tube. v-8 is, therefore, made part of the high voltage bleeder
string, with approximately 900 wolts being applied at the positive end of
the plate load resistors.

Since C-59 and C-128 are of too low velue to pass the sawtooth
wave without distortion, R-112 and R-113 introduce feedback which pre=-
Aistorts the wave in the opposite direction; so the resulting wave applied
to the deflection plates is linear,




HORIZONTAL SWEEP OSCILLATOR (Block No, 10)

The purpose of this stage is to produce the sawtooth of voltage of
the proper frequency to perform the horizontal scanning for the cathode
ray picture tube. The proper waveform is generated in tube V-11B and its
assoclated components. See Figure 17, Tube V-11B, operating as a block-
ing oscillator, acts like a low impedance switch which is opened and closed
at the line repetition rate of 15,750 lines per second. The open time corres-
ponds to the sweep on the picture tube, During this time, capacitor C-137
receives a constant current and charges in a positive direction, while capa-
citor C-138 receives this same constant current and charges in a negative
direction., Current is supplied through resistor R-55 and transformer T-6,
T-6 18 connected series-alding, so that when the switch is closed, each
winding presents a very high impedance, and all current supplied to tube
V=113 is drawn from charged capacitors C-137 and C-138,

The closing of the switch, or conduction in tube V-11B, occurs
when the three elements of the tube, the grid, plate and cathode arrive
at suitable voltages, The closing and horizontal line frequency is con-
trolled by the grid constants R-111, R-49 and C-51, Resistor R-49 is vari-
able., It is capable of being varied until the frequency of the blocking
oscillator is held in synchronism with the incoming pulses, ¥ith an incoming
signal applied to the grid of V-11B, R-49 is set to place the natural fre-
quency of the oscillator just slightly longer than the time between the
pulses, so the pulse will again trip the tube as explained ‘in the vertical
oscillator section., R-49 then is the "ECRIZONTAL HOLD" control,

Reslstor R-55 is made variable in order to permit adjustment of
the width of the picture. As its resistance is increased, the amount of
current reaching C~137 and C-~138 is reduced, with a subsequent decrease
in the voltage developed across these capacitors before they are discharged,
With this means, the voltage at the deflecting plates is made variable, re-
sulting in control of the size of the picture on the screen, This control
is appropriately labeled the "HORIZONTAL SIZE" control,
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HIGH VOLTAGE POWER SUPFLY (Block No, 11)

The high voltage power supply differs from ordinary power supplies,
in that, instead of using AC line power to provide the initial energy for
step-up and rectification, a separate high-veltage oscillator is used, See
Figure 1€, The oscillator (25166T), connected as a triode, generates a fre-
quency of approximately 140 Xc, The RF plate voltage is stepped up to a peak
voltege of about 6000 volts through an auto transformer, The primary is
roughly tuned to the natural frequemcy of the high Q secondary. The 6000
peak volts appearing on the secondary coil is applied to the plate of a high
voltage rectifier tube 1B3GT/8016., Current drain through the high voltage
bleeder circuit is aporoximately 350 una, Due to peak rectification, the DC
output voltzge of the rectifier remains nearly the same as the peak voltage.
Condenser C-65 filters out the RF voltage from the high voltage DC and main-
tains the plate voltage substantially constant during picture scamning of
1light and dark areas. Feedback to the oscillator grid is obtained by a
capecitive coupling device consisting of a coll spring mounted around the
rectifier tube 1B3GT/8016 envelope. The position of this coil spring is
eritical and should be held as per Figure 19, The bias voltage across R-76,
read with & 20,000 ohms/volt voltmeter through a 100,000 ohm decoupling re-
sistor, should be about 100-150 wolts., If the spring is too low on the

tube, the EV will either not start or not dbuild up higher than adbout 1000 1
volts, {
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FIG, 18, CHASSIS TS-4D HIGH VOLTAGE POWER SUPPLY & ASSOCIATED CIRCUITS
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In the voltage divider network, two 2-megohm potentiometers provide
beam centering adjustment, while an additional 2.5 megohm potentiometer is
employed for focusing, The horizontal control is tapped at .8 of its value,
instead of the center, to allow adequate range for proper centerirg, Second
enode voltage for the cathode ray picturstube is taken from the tap of tre
vertical centering control, The bleeder resistors are of the small carbon
type, with a 1 watt dissipation rating, Note that the negative end of the
bleeder system is not connected directly to B-, but rather through the
plates of the verticsl sweep output tube to B~,

OLD CONSTRUCTION NEW CONSTRUCTION
5016 18367

SSRiNe

FIG. 19, POSITION OF FEED-BACK COIL SPRING ON HV RECTIFIER TUBE
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SECTION III
ALIGNMENT PROCEDURE

SERVICE NOTES

NOTE; Some receivers used a TF8 tube in place of a 12AT7 in the
converter & oscillator stages. These tubes differ only
by socket connections. The following alignment instruc-
tions specifically relate to the 12AT7 tube (V-17); if

5 the receiver uses a [F8 tube (v-9) refer to schematic
diagram for socket connections.

Cutouts in the bottom of the cabinet are provided to make it
possible to do some servicing of the receiver without removing the chassis.
To do so, loosen the two front chassis mounting screws, remove the two rear
screws and plug buttons in the bottom cover plate and slide it out through
the back of the cabinet. If the receiver is serviced in the cabinet, a soft
pad should be placed under the cabinet when it is inverted, in order to avoid
scratching the surface,

If necessary to remove the chaseis from the cabinet, remove the
back cover, knobs and bottom mounting screws, disconnect the speaker leads
and cathode ray tube socket connections and remove the chaseis from the
back of the cabinet.

The cathode ray picture tube and speaker are mounted securely to
the cabinet, Picture adjustments may be mede with the chassis out of the
cabinet by placing the chassis and cabinet back to back and connecting the
gocket to the cathode ray tube pins, Speaker checks may be made similarly
by using clip leads for speaker connections, This arrangement eliminates
the need for removing either speaker or cathode ray tube from the cabinet
while servicing the receiver.

HOTE: Whenever the cabinet back is removed, the power cord cir-
cuit is broken by the interlock, so it will be necessary to obtain an extra
power cord with the female interlock receptacle for making a conveaient
power connection to the receiver, Order Motorola Fart Yo, 308470756,

Should it be necessary to do a complete realignment job because
of replacement of parts, it may be most easily carried out with the chassis
removed from the cabinet and the cathode ray picture tube and spesker dis-
connected., This procedure not only provides easy access to the cores but
also makes it less possible to damage the cabinet and cathode ray tube,
since the cabinet may be carefully placed aside while working on the chassis,




SPECIAL PRECAUTIONS

In performing alignment with the chassis out of the cabinet, it will
be necessary to connect together the heater terminals #1 and #14 of the 7JPY
cathode ray tube socket to complete the heater circuit,

To eliminate high voltage when it is not needed or used, remove the
25L66T tube,(V-13, high woltage supply oscillaton, When this is done, it
will be necessary to insert a 75 ohm 10 watt resistor in socket connections
#2 and #7 to operate the receiver, Alternatively, clip off the screen and
plate pins from a spare 25L66T, making a dummy tube to plug into V-13 socket,
It 1s recommended that the high voltage be cut off while aligning to eliminate
the shock hazard,

It is highly recommended that an isolation transformer be used be-
tween this receiver and the AC line when alignment is being performed, or any
testing where an oscilloscope is used, This precaution is extremely impor-
tant if grounded test equipment is used, NEVER GROUND THE RECEIVER CHASSIS
DURING TESTING OPERATIONS OR INSTALLATION UNLESS AN ISOLATION TRANSFORMER —
IS USZD, HOWEVER, A GROUNDED COAX LINE MAY BE CONVECTED TO THE ANTENWA TER~
MINAL BOARD MARKED WoT, B i i

ORDER OF ALIGNMENT

4 complete receiver alignment can be most conveniently performed in
the following order:

1. Audio Take Off & Ratio Detector
2. IF Coils (1st, 2nd and 3rd IF plate coils),
3. Converter transformer

4, Osc., Ant., & RF coils

AUDIO TAKE OFF & RATIO DETECTOR ALIGNMENT
EQUIPMENT REQUIRED:

S8ignal Generator: Accurately calibrated at 4.5 mc,
Adjustable output

DC Meter: low range Electronic Voltmeter or
20,000 ohms/volt DC meter.

PROCEDURE ;

Refer to Figure 20 for location of adjustments,

1. Set the signal generator to 4.5 mc, and the output to approxi-
mately 9,000 microvolts, Connect the high side of the signal generator
through a 1000 mmf capacitor to video amplifier (V-5) control grid (pin #1)
and the low side to B-, From either side of capacitor C-10l, connect a de-
coupling resistor of 10,000 ohms in series with the meter to B-,




22,

2. Peak 1-43 for maximum reading on meter,
3., Peak T-2 primary (top core) for maximum reading on meter.

4, Move the meter and decoupling resistor from C-101 to Junction
of R-91 and C-133.

5. Adjust T-2 secondary (bottom core) for zero response on 2.5V
scale of meter. This corresponds to the cross-over point on the FM detector
curve, If desired, the symmetry of the curve may be checked by tuning tie
secondary to both sides of zero end noting the maximum voltage produced,
reversing the meter connections as necessary. For proper balance of the ratio

detector system, the maximum voltages in each direction should be equal, If
not, I~43 and T-2 primary should be retuned.

WOTE: As the adjustmente are brought to resonance, it is advisable to re-
duce signal generator output to prevent overloading,
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FIG. 20. AUDIO ALIGNMENT ADJUSTMENTS LOCATIONS (CHASSIS TS-4D & BARLIER)




IF AMPLIFIER ALIGNMENT
EQUIPMENT REQUIRED:
IF Sweep Generator meeting the following requirements:

18 to 30 mc,, approximately 12 mc sweep width,

OQutput constant and adjustable to at least one
volt maximum and with adjustable markers, Mar-
kers should be calibrated occasionally by check-
ing against an accurate signal generator.,

(RCA High Frequency Sweep Generator, Model Yo,
709B, or equivalent),

5" Cathode-Ray Oscilloscope: Preferadbly, one with a
calibrated input attenuator,
(Dumont Oscilloscope, Model 241, or equivalent)

NOTE: When aligning the IF Amplifier Strip, if difficulty is experienced
in observing the markers when using Dumont Oscilloscope Model 241, change
to an ordinary oscilloscope having about 50 Kc response., Also, it is help=-
ful to place a 1000 mmf capacitor across the scope input terminals,

PROCEDURE :

Refer to Figure 21 for locating of alignument adjustments,

1, Connect the sweep generator with the "hot" side of the generator
connected to grid (pin #1) of V-2 and the "grounded" side at the junction of
R-13 and C-1% (B-). Set the center frequency of the sweep generator to about
25 mc and adjust the sweep bandwidth to approximately * 6 mc., Connect the
oscilloscope hot side to the cathode ray picture tube cathode and the low side
to B-, Comnect a 1000 mmf capacitor across the oscilloscope input terminals,
Contrast control and band switch may be in any position,

HOTE: If a.distorted or unstable picture is seen on the oscilloscope during
alignment, it may be necessary to stop the oscillator tube by placing a 1000
mmf capacitor between grid (pin #7) of V-17B and'B-, or by unsoldering one
side of cathode choke L-34% from B-,

CAUTION: Do not reduce the oscilloscope gain and increase signal input so
that the top of the curve is flattened by limiting the video or scope ampli-
fiers.

2., Peak the lst IF plate coil, I~35, initially, for maximum response
at about 25 mc,

3., Tune the 2nd IF plate coil, L-36, initially, for peak response
at about 23 mec,

4, Adjust the 3rd IF plate coil, 1-37, to place a 27.0 mc marker
signal 50% (1/2) the way up the high side of the response waveform,
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FIG, 21, IF ALIGNMENT ADJUSTMEXTS LOCATIONS (CHASSIS TS-4D & EARLIER)

5. Adjust the 2nd IF plate coil, 1-36, to place a 22,1 mc marker
signal 506 (1/2) the way up the low side of the response waveform. Refer to
Figure 23 for marker positions on waveform obtained.

6. Then adjust plate coil, 1-35, to provide a flat top or a symme-
trical curve to the response waveform obtained.

NOTE: It may be necessary to repeat procedure to obtain proper waveform.
See Figure 23.

IF SENSITIVITY MEASUREMENT

Comparative measures of sensitivity for the last three stages of
IF are as follows:

A signal generator set at 24,5 mc is connected to the grid of
v-2 (pin #1) and the junction of R-13 and c-14 (B-).

A low range electronic voltmeter is connected across the
second detector load resistor R-25 (from grid of v-5, pin #1, to B=)e

With zero output from the generator, the voltage reading of
contact potential should be noted., The signal required to produce a 1 volt
rige (negative) on the meter should be less than 800 microvolts.

FOTE: Short out the A.G.C. circuit by shorting out C-13 when making this check,
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CONVERTER TRANSFORMER ALIGNMENT

Move the sweep generator to the grid of V-17A converter tube. Con-
nect it across Resistor R-7. Set contrast control at about 80% rotation
toward maximum gain. Adjusting the primary of T-1 affects the low frequency
side of the waveform, as seen on the oscilloscope, and the secondary affects
the high frequency side., Tune the primary and secondary until the 26.4 me
marker is 50% (1/2) way up the high frequency slope, and the 22,4 mc marker
is 50% (1/2) way up the low frequemcy slope. Correct waveform is shown in
Figure 23,

In aligning the three IF coils, each coil is adjusted individually,
but when adjusting the primary and secondary of the converter transformer T-1,
the adjustments should be made simultaneously. The important noint to keep
in mind, is to obtain as flat and as wide a response curve as nossible with
as much gain as possible, Simultaneous adjustment of the nrimary and secon-
dary i1s the easiest way to obtain this result., It is sugzested that both
cores be tuned in for moving the transformer curve bodily to a lower frequency
by tuning clockwise, as viewed from top and bottom of the chassis, or vice
versa for tuning the transformer to a higher frequency, The transformer by
itself is, in effect, tuned for the same pass band as the three stagzered
circuits, See Figure 22, The only difference in the overall waveform should
be that the sides of the overall curve (Figure 23) should be steeper. Con-
stant use of the 50% response marker signals to show the bandwidth of the
response curve should be resorted to, since it is absolutely necessary to
obtain the proper curve,

OVERALL IF SENSITIVITY MEASUREMENTS

Comparative measures of sensitivity for the entire IF section,
including the converter transformer, are as follows:

1. A signal generator set at 24.5 mc is connected to the grid of
V=-17A (pin #2) and B-.

A low range electronic voltmeter is comnected across the second
detector load resistor R-25 (from grid of V-5, pin #1, to B-),

The signal required to produce a 1 volt rise (negative) above
the contact potential should be less than 300 microvolts.

2. The bandwidth may be determined by doubling the input required
to produce a 1 volt rise and tuning to each side of 24,5 mc until the meter
again reads 1 volt above the reference level. These frequencies correspond
to the 6 db (50%) points on the skirts of the curve, By making a plot of
frequency verses voltage, the actual IF response curve may be traced out,

NOTE; Short out the A.G.C. circuit by shorting C-13 when making the sensi-
tivity check.

REGENERATION CHECK

After the above IF and converter transformer alignment has been made,
a check for regeneration in the IF amplifier strip should be made, This is
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done by observing the output response curve on the oscilloscope, as taken
across the cathode of the CR tube and B-, Set the contrast control to maximum
gain, Decrease the input signal until the output signal shows a marked de=-
crease, Any regeneration present will be indicated by sharp peaks on the
overall response curve, Checks to eliminate regeneration should then be made

per Section V on Service Hints, Page 44,
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OSCILLATOR, ANTENNA AND RF ALIGNMENT

EQUIPMENT REQUIRED:

Sweep Generator: Frequency range 40-75 mc; 10 mc sweep.
Output constant and adjustable,
Adjustable markers (markers should be
calibrated occasionally by checking
against an accurate signal generator),

Oscilloscope: Preferably one with a calibrated input
attenuator,

Signal Generator: Frequency range 40 to 225 mc.

Accurately calibrated
AM modulated, 400 cycle.

T0 WHAT CHANNELS RECEIVER SHOULD BE ALIGNED

As previously stated, this receiver is capable of reception on all
present thirteen television channels. However, due to geographical fre-

quency allocation, it has been constructed to receive only 8 channele at any
one time, See the label on the rear of the chassis, telling to which
channels the set has been aligned.

Therefore, in aligning the antenna, RF, and oscillator coils of this
receiver, you will align for only those channels available in your immediate
locality. In general, for N. Y. area, align for channels 1, 2, 4, 5, 7, 9,
11 and 13; for Philadelphia area, align for channels 1, s é, 7, 8, 10
and 12, g

These groups vary throughout the U, S. For specific information
on channel allocations in your vicinity, obtain FCC Communication Reports
from the Superintendent of Public Documents in Washington, D, C.

OSCILLATOR ADJUSTMENT

Proceed as follows:

a. If the oscillator has been disconnected during the IF
alignments, put it back into circuit.

b. Connect the signal generator from grid of v-1 (pin #1) to
Bt+; the attenuator should be set for maximum output,

c. Connect the vertical input terminals of the oscilloscope
from cathode of V-17A (pin #3) to B~ through a shielded lead, Set the ver-
ticel gain control at maximum, Synchronize the oscilloscope to 60 cycles or
a harmonic of 60 cycles,

d. Set the generator to the following oscillator frequencies,
in order, with no modulation, and adjust each coil, following the table be-
low, for zero beat viewed on the oscilloscope. Zero beat is indicated by
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the sharply defined trace that appears between the two wide traces as the
coil is tuned through resonance,

e. Refer to Figure 24 for location of adjustments,

ANT. COIL RF. COIL 0SC. COIL
ADJUSTMENTS  ADJUSTMENTS ADJUSTMENTS
GHAN.1
@ @ @ @CHAN. 2
CHAN..1 GHAN. 1
@CHANA 30R4 V-12
25L6GT
@ @ @CHAN. 50R6 oAl{rDPIOT
?ﬁl{lnﬂ GHAN.2 GHAN.2 UTPU
@CHAN. 7
CHAN.3 OR 4| |CHAN.3 OR 4 @cmm. 8OR 9
@CHAN 10 OR 11
|
.5 OR .5 OR
CHAN.5 OR 6] |CHAN.5 OR 6 @cnnn.uz S

#* 7FB(V-9) IN SOME SETS

TOP_VIEW OF GCHASSIS

FIG. 24, ANTENNA, RF & OSCILLATOR ADJUSTMENTS LOCATIONS (CHASSIS TS-4D & EARLIER)
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CAUTION: Be sure to turn Station Selector Switch to each channel before
adjusting the coil for that channel,

CHANNEL GEN. FREQ. MC ADJ, 0SC. COIL
1 71.4%5 0SC CHAN 1
2 81.45 0SC CHAN 2
3 87.45 OSC CHAN 3
or
4 93.45 0SC CHAN U4
5 103.45 0SC CHAN 5
or
\' 6 109.45 0SC CHAN 6
{ 7 152,35 0SC CHAN 7
| g 158.35 0SC CHAN 8
1 or
9 164.35 0SC CHAN 9
10 170.35 0SC CHAN 10
or
11 176.35 0SC CHAN 11
12 182,35 0SC CHAN 12
or
13 188.35 0SC CHAN 13

Particular attention should be paid that each coil is adjusted cor-
rectly. To do so, tune through the zero beat point and then back again to
obtain the exact setting. Also, it is advisable, when close to the zero
beat setting, to vary the signal generator input voltage so as to obtain maxi-
mum response on the oscilloscope., However, before making the final coil core
setting, reduce the generator input as low as possible so as to reduce the
lock=in range and obtain a sharp zero beat setting,




ANTENNA & RF COIL ALIGNMENT PROCEDURE

1., Connect the sweep generator to lower terminal "A" and center
#g" of the antenna input terminal strip.

2. Make the following circuit change:
a. Disconnect choke L-34 from cathode of oscillator tube V-17B.

b. Connect oscilloscope across R-8, in cathode circuit of
converter tube V-17A.

¢. Refer to Figure 24 for location of adjustments,

3., Set the Station Selector Switch to Channel No. 1. Set the center
frequency of the sweep generator to the center of channel Wo. 1, sweep width
to 10 mc, and adjust ANT CHAN 1 coil to 45.25 mc and then RF CHAN 1 coil to
45,75 me for correct bandwidth and uniformity of response. Carefully check the
band-psss of this coil against the curves shown on Figure 6 by observing marker
positions on the response curve,

4, Continue this same procedure for the remaining antenna and RF
coils of the first 4 channels only, using the following table as a guide:

Yote that the antenna coils are tuned first to the Picture Carrier
Frequency snd then the RF coils are tuned to the Sound Carrier Frequency.

CAUTION: Be sure to turn station selector switch to correct channel before
adjusting coils for that channel.

SET GENERATOR MARKER MARKER
SET RECEIVER CENTER FREQ. SET TO SET TO
TO CHANNEL 70 MC ADJ.ANT COIL MC ADJ, RF COIL MC
1 47 ANT CHAN 1 at U45.25 RF CHAXY 1 at 49,75
2 57 ANT CHAY 2 55.25  RF CHAN 2 59.75
3 63 ANT CHAN 3 61.25 RF CHAY 3 65.75
or
4 69 ANT CHAW Y4 67.25 RF CHAN L 71.75

‘ See Figure 6 for typical RF response curves for these channels,




5 Channels 5 and 6 are aligned with the AM signal generator, in
place of the sweep generator. Use 400 cycle 30% modulation; peak for maxi-
mam asplitude on oscilloscope screen, Circuit changes made when aligning
channels 1 through 4, alsc apply here,

GENERATOR
SET RECEIVER  GENERATOR SET T0
TO CHANMNEL SET TO MC  ADJ. ANT COIL MC ADJ, RF COIL
5 77.25 ANT CHAN 5 81.75 RF CHAN 5
or
6 83425 ANT CHAN 6 87.75 RF CHAN 6

6. No adjustment of the antenna coils for operation on channels
7 through 13 is required,

7+ The RF coils for channels 7 through 13 are adjusted aes follows,
using an AM signal generator, oscilloscope and circuit revisions outlined
previously:

a, If channels 1, 2, 3 & 6 hed been set up, then coil 1-29 is
adjusted for proper operation of channels 8, 10 and 12 by peaking it for maxi-
mum response at 195 mc, in channel 10,

b, If channels 1, 2, 4 & 5 had been set up, then coil L-29

is adjusted for proper operation of channels 7, 9, 11 & 13 by peaking it for
maximum response at 18¢ mec, in channel 9,

ALTERNATE ANTENNA & RF COIL ALIGNMENT PROCEDURE

Whenever possible, the preceding antenna and RF Alignment Procedure
should be used, since the exact response curve may be observed on the oscillo-
scope, However, if no sweep generator is available, the following method,
using an AM signal generator, will suffice:

1, Connect the signal generator, with no modulation, to lower terminal
VA" and center "G" of the antenna input terminal strip,

2. Connect the electronic voltmeter across the second detector load
resistor R-25 (from grid of V-5, pin # 1) to B-,

3. Refer to Figute 2L for location of adjustments,

4, Align the antenna coils to the video carrier frequencies and the
RF coils to the audio carrier frequencies, as given below, Keep the RF input
to the set at as low a level as possible to avoid overloading., Peak for maxi-
mum deflection (negative) on the meter,
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5. Only the first four sets of antemnna coils are aligned, since the
remainder are untuned.

SET RECEIVER GENERATOR GENERATOR
T0 CHANNEL SET TO MC ADJ. ANT COIL SET TO MC AJ, RF COIL
1 45.25 ANT CHAN 1 49.75 RF CHAN 1
2 55.25 ANT CHAN 2 53.75 RF CHAN 2
3 61.25 ANT CHAN 3 65.65 RF CHAX 3
or
4 67.25 ANT CHAW 4 .75 RF CHAX 4
5 77.25 ANT CHAN 5 81.75 RF CHAN 5
or
6 83.25 ANT CHAN 6 87.75 RF CHAY 6

CAUTION: Be sure to turn station selector switch to correct channel before
adjusting coils for that channel.

6. The RF coils for channels 7 through 13 are adjusted by peaking
] 1~29 as follows:

a. If chennele 1, 2, 3 and 6 have been set up, adjust 1-29
for maximum response in channel 1C, at 195 mc,

b, If channels 1, 2, 4 and 5 have been set up, adjust L-29
for maximum resvonse in channel 9, at 189 mc.

OVERALL RECEIVER SENSITIVITY MEASUREMENT

Comnarative measures of sensitivity for the overall receiver are
as follows:

1, A signal generator, set to the center freguency of the channel
under test, is connected to the 75 ohm input termingls on the rear of the
chassis,

2. A low range electronic voltmeter les connected across the second
detector load resistor R-25 (from grid of V-5, pin #1, to B-),

7, The signal required to produce a 1 volt rise (nezative) above
the contact potential should be less than 250 microvolts,

HOW 7O GET MAXIMUM PERFORMANCE FROM WEAK STATIONS

Refer to Oscillator Frequency Touch-Up Adjustments on Page 48 for
this information. Tune oscillator as given, excent leave oscillator at
frequency where signal is at maximum value, not 5 or 10¢ less,
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SECTION IV
WAVEFORM PHOTOGRAPHS

These are the waveforms that can be seen with a cathode ray
oscilloscope when an RMA etandard video signal ic fed into the set. This
may be a regular telecast signal fed into the antenna, or the video signal
from a monoscope and sync generator fed into the grid of the firet video
tube. (Pins #1 and 2 of V5). The signal should be adjusted to give 1.5 V.,
peak to peak, at grid of first video amplifier, or approximately 1 volt
average DC. The composite video signal has components appearing at both
the vertical (60 crs-gom the horizontal (15,750 CPS) repetition rates. Due
to the great difference in frequency, the details of both of these types of
waves cannot be seen simultaneously. In the photographe below, the wave-
forms labeled "Vertical" are those seen with the oscilloscope sweép rate set
at the vertical frequency and those labeled "Horizontal are those saen with
the oscilloscope sweep rate set at the horizontal frequency. At certain
points, only the vertical (or horizontal) frequency waveform is significant,
and in this case only one is shown.

CAUTIOF: It 1e highly recommended that an isolation transformer be used be-
tween the receiver and the AC line when alignment is being carried out, or
any testing done where an oscilloscope is used.

NOTE: Reference points shown below waveform photographs apply oniy to chassis
TS-UD. Similar waveforms will be observed on Chassis TS-UB & ms-Lc,
however, reference points will be different; refer to and compare
schematic disgrams for reference point applicable to other chassis,
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F1G. 25. WAVEFORM = VIDEO SIGNAL INPUT FIG. 26. WAVEFORM - VIDEO SIGNAL INFUT
TO VIDEO AMFLIFIER (PIN 8| & #2 OF V=5) TO VIDEO AMPLIFIER (PIN #1 & #2 OF V=-5)
VERTICAL. HORIZONTAL.

F16. 27. WAVEFORM - OUTPUT OF VIDEO FIG. 28. WAVEFORM = OUTPUT OF VIDEO
AMPLIFIER (PIN #5 OF V=5 & B=~) VERTICAL. AMPLIFIER (PIN #5 OF V-5 & B-) HORIZONTAL.

F1G. 29. WAVEFORM - OUTFUT OF |IST FIG. 30. WAVEFORM - OUTPUT OF IST
CLIPPER (PIN #4 & #6 OF V-1 |A) VERTICAL. CLIPPER (PIN #4 & #6 OF V=||A) HORIZONTAL.

i
L

FIG. 31. WAVEFORM - OUTPUT OF 2ND F1G. 32. WAVEFORM - OUTPUT OF 2ND
CLIPPER-(PIN #5 OF V=||A & B-) VERTICAL. CLIPPER (PIN #5 OF V=1 |A & B-) HORIZONTAL.



FIG. 33. WAVEFORM - QUTPUT OF VERTICAL
INTEGRATING NETWORK (JUNCTION OF C-50 &
R-50 AND B-)

FIG. 35. WAVEFORM - OUTPUT OF VERTICAL
OSCILLATOR AMPLIFIER TUBE - ONE HALF
(PIN #2 OF V-8 AND B-)

,

FIG. 37. WAVEFORM - INPUT TO HORIZONTAL
OSCILLATOR (JUNCTION OF C-146 AND R-110
AND B-)

FIG. 34. WAVEFORM - OUTPUT OF YERTICAL
OSCILLATOR TUBE PLATE (PIN #5 OF V-]08
AND B-)

F1G. 36. WAVEFORM - OUTPUT OF VERTICAL
OSCILLATOR AMPLIFIER TUBE - ONE HALF
(PIN #5 OF V-8 AND B-)

F1G. 38. WAVEFORM - OUTPUT OF HORIZONTAL
OSCILLATOR - UPPER HALF (JUNCTION OF R-46
AND C-137 AND B-)

FIG. 39. WAVEFORM - OUTPUT OF HORIZONTAL
OSCILLATOR -~ LOWER HALF CATHODE OF V=18

(PIN #3 AND B-)
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SECTION V

SERVICE HINTS

(Although these service hints apoly specifically to the TS-4D
chassis (in regards to component reference numbers), they may also be
used as general hints in servicing earlier chassis by comparing an
earlier schematic diagram with the TS-4D diagram to locate the circuits
in question.)

Though every attempt has been made to make this receiver as
simple as possible from an operating and servicing standpoint, and to
meke it conform to standard radio practices in manufacture, troubles
peculiar to the circuits used may occur. Indiscriminate replacement of
component parts is definitely to be discouraged. Every attempt should
be made to replace all components with their exact duplicates and to in-
gert them just as they originally were in the receiver.

Whereas, in sound receivers, the spesker is most generally used
as the guiding factor in analyzing receiver defects, a television recelver
has an additional operational indicator, the cathode ray picture tube.

Since the eye is more critical than the ear, it ic easier to reveal defects
in a television receiver than comparable defects in a sound receiver. The
cathode ray picture tube, then, should be used as the criterion in determin-
ing whether or not the receiver is operating correctly. Familiarity with a
good and bad picture and all other visual factors that go to meke a good
picture will tend to simplify the servicing problem. An oscilloscope and
the waveforms provided in this manual are very good means for analyzing cir-
cuit defects.

CAUTION: It is hizhly recommended that an isolation transformer be used be-
tween the receiver and the AC line when alignment is being carried out or
any testing done where an oscilloscope is used.

Some of the possible troubles that may be encountered, with their
effects and causes, are listed below:

NOTE: The cathode ray tube which comes with the receiver should be used in
servicing operations involving vertical or horizontal size adjustments,
rather than a lab service tube, because of the considerable variation in
deflection sensitivity from one CR tube to another.

TROUBLES - EFFECTS AND CAUSES

No tubes 1it

Defective power switch.
Open ballast resistors,
Open V-15 (7JP4) heater.
Open V-7 (6SQ7) heater.
Heater-cethode shorts in 25L6GT tubes (V-12 or Vv-13).

Open 22 ohm R-80E resistor (this would cause V-7 heater to burn out).



One Heater String Out

Open 105 ohm resistor (R-80B or R-8OD, depending upon which
string is out,)

Open heater in any tube,

Open heater choke in either string,

Heater-cathode shorts in 25L6GT tubes (V-12 or V-13).

No B++ or B+

Open ballast tube resistor R-80A (37 ohms) or R-80C (200 ohms).,
Open or shorted rectifiers, E-2 or B-3,

Defective electrolytic condensers C-74, C=774, C-784,

Open lead to electrolytic C-74,

Low Bt+ Voltage (mormal value 230-240 7,)
Low capacity electrolytics, C-74, C-77A (check 140 V. on C-T4).
Defective rectifiers B-2 or E.3,

Abnormal load in set (check voltage d across R-80C
Normally 22.24% v,

High or Low B+ Voltsge (normally 120 V.)

Defective tube V-12 (25L6GT).
Defective tube in upper series of tubes (See Figure 4),
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Power Switch Locks ON or OFF,

Replace volume control,

Defective Selenium Rectifiers,

Set load too heavy (nea:lx:.re ;oltago drop across R-80C, should be
22.24 v,

Defective electrolytic condensers C-T4, C-77A, C-TZA.

A defective rectifier may overheat and pop after the set has
been turned on for a few minutes, Repeated pops and a disagreeable odor from
the rectifier indicates that it should be replaced,
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No Raster on Cathode Ray Picture Tute,

¥o high voltege. Check V-14 (1B3GT/8016) end V-13 (25L66T)
tubes and circuite,

Open or shorted turms on high voltage transformer T-7.

Improper setting of feedback spring on v-14% (1B3GT).

Shorted C-65 or C-149

Poor V-15 (7JP4) cathode emission, or no heater voltage,

Brightness control set at one end.

No Vertical Deflection

Note: Unless there is high voltage on the cathode ray tube,
tube V8 (6SL7GT) will not have any output, since it
receives B+ from the high voltage supply.

Defective V-10B (12SN7GT) - replace tube,

Defective V-8 (6SL7GT) - replace tube.

Defective vertical hold or vertical size controls R-115, R-53).
Defective charging capacitor C-56, :
Defective coupling capacitor C-55.

Small Raster - Verticel

Defective V-8 (6SLTGT).

Defective vertical size control R-53.

Insufficient output from V-8 (6SL7GT) - replace tube.

Open coupling capacitor C-59 or c-128,

Exceseive heater voltage on V-8 (6SL7GT), due to shorted ballast
resistor R-80B,

Shorted condenser C-142.

No Horizontsl Deflection

Defective V-11B (12SN7GT) - replace tube.

pefective blocking osc. transformer T-8 - check windings,
Defective horizontal output -transformer T-6.

Defective horizontal hold or horizontal size control (r-49, R-55).
Shorted C-137, C-138.

Defective coupling condenmser C-146,

Small Raster - Horizontal

Defective V-11 (12SN7GT) - replace tube,

Defective horizontal size control R-55.

Insufficient output from V-11B (12SN7GT) - replace tube.
Open capacitor C-51.

Open coupling capacitors C-147 or c-148.

Low heater voltage on V-11 (12SN7GT) - check R-80B.




Raster, But No Image

Open C-63 connections (4in this case sound will sti1ll be present),

Open coils 1-38, 1-39, L-42,

Intermittent contacts in miniature tube sockets, especially V.5
(6AU6) socket. '

Defective IF strip, 2nd detector or video amplifier (check tubes,
DC voltage, resistances and signal path),

Defective EF converter or oscillator stages. Repeat procedure
glven above,

Pefective input coil 1-57.

Fo Synchronization
Defective clipper tubes V-10A (12SN7GT) or V-11A (12sn76eT),

Open coupling cepecitors C-Ul, c.l5, c-146,
Shorted C-U7 or C-48 or open C-140 (affecte vorticsl sync. omly),

Poor Horizontel Synchronization

Coufling cepacitor C-146 defective or too low in value. Pirst
TS-4D chassis used 25 mmf, capacitor - change to 50 mmf.

Poor Verticel Synchronization

Check for corona arcing,

Open C-47 or c-48,

Vertical jitter - readjust verticsl hold control R-115,
Defective C-140,

Picture Stable But Poor Resolution

Defective video amplifier tube V-5 (6AUG).
Open compensating coil L-41,

Poor crystal E-1,

Misal ignment of IF strip,

Local oscillator off frequency,

Defective input coil I-57.

Lead open to pin #9 to picture tube,
Focus renge incorrect,

Yertical Bars on Left Half of Picture

Defective R-46, R-110,




Low Contrast and Video Signal

Weak input signal,

Oscillator tuned too high,

Low gain in receiver,

Weak crystal E-1,

Open L-41,

Weak video tube V-5 (6AU6) - check 80V, drop across R-28,
Brightness too high.

Contrast circuit open thru R-86,
Defective contrast control (R-15).
Weak IF amplifier tubes,

Open antenna input circuit,

Open EF coils,

Low DC voltage 1n receiver,

Contrast Always Too High or Contrast Control Ineffective

Defective R-8Y,

Defective R-83.

Defective C-13.

Defective lst IF tube V-2 (6AG5) - replace tube.
Open resistor R-96,

Picture Size Too Large, Both Horizontal and Vertical, and
Brightness Low

Low high voltage on picture tube - check V-13 (25L6GT) and
V-14 (1B3GT/8016).

Shadow at Right Side of Picture

Interchange connections to pins #7 and #8, also to #10 and #11,
on picture tube V-15 (7JP4) and turn tube over 180°.

Random Black Lines Horizontally in Raster

Corona on 6KV points in chassis and on tube base connections -
paint with insulating compound, Motorola Part No. 11M476072.

Corona in picture tube - replace tube,

Check clearances of all 6KV leads - 3/8" minimum spacing to
other wires or chassis,

Defective C-59, C-128, C-147, C-148,

Horizontal White Line in Center of Raster

Reduce brightness slightly.

If white 1line moves up or down when verticel centering control
is turned, replace V-3 (6SL7GT) with RCA type.

If white line does not move with vertical centering adjustment,
it 1s burned on the screen of the CR tube, Replace V-15
(7724).




High Voltage Flashover

Check items above, :

Outeide turm on T-7 winding arcs to bottom turns - redress
lead.

Check spacing of high voltage bdleeder resistors to chassis,

Occurs when V-8 (6SL7GT) is replaced before V=15 (25L6GT)
cathode has cooled sufficiently, (Allow all tubes to
cool for five minutes before replacing V-8).

Corona Noise

Check items above,

Arcing at Horizontal and Vertical Centering Controls

Dress high voltage rectifier heater leads away from chassis,
Check leads to C-59 and C-128.

Low capacity in filter condensers C-77A, C-78A, C-7%B.

Fold Over on Left Side of Picture

Horizontal hold control not set correctly.
C-137 or C-138 too high in value,

Poor Vertical Linearity

Defective tube V-8 (6SLTGT) - replace with RCA.
R-112 or R-113 incorrect values,

Poor Horizontal Linearity

Defective capacitors C-137, C-138.

RF Interference from Receiver H.V. Power Supply in Picture

Open high voltage filter capacitor C-65.

High voltage shield not tigzhtly closed.

High voltage shield grounded to chassis or to CR tube mounting
shield.

Open bypass capacitor C-102 or C-66, or poor connection to
capacitors.

Tube neck shields removed or not grounded.

Loose mounting nuts on top or bottom of T-7.

IF bypass condenser returned to wrong point,







